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PIPE (TYPICAL) 
SEE CONTRACT 


BARRIER TYPE F 
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MEDIAN BARRIER (SINGLE SLOPE 
CONCRETE BARRIER SHOWN) -

SEE SECTION BELOW FOR USE WITH 
PRECAST CONCRETE BARRIER TYPE F 
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SECTION 0 

FINISHED GRADE 

NOTE 

1. 	 Grate Inlet Type 2 shown, but design parameters 
apply to all drainage structure types. 
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PRECAST CEMENT CONCRETE 
ADJUSTMENT SECTIONS (TYP.) 
AS REQUIRED 
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PLAN VIEW 

HMA OR CONCRETE 
(SEE CONTRACT FOR 

.. ' 
MEDIAN BARRIER 

UNIT "H" (TYP.) 
SEE STANDARD PLAN B-35.40 

GRATE INLET TYPE 2 (TYP.) 
SEE STANDARD PLAN B-35.40 

MEDIAN BARRIER 
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FRAME AND DUAL VANED GRATES (TYP.) 
- SEE STANDARD PLAN B-40.40 
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MEDIAN BARRIER 

DRAINAGE INSTALLATION 


STANDARD PLAN B-95.20-02 
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SURFACE DETAILS) 

CONCRETE BARRIER TYPE 2 
SECTION 

SEE SECTION 0 
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