
Contact Standard Plans Office regarding use of th
is plan on Projects
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SECTION 0 

1/8" PLATE 4 3/4" DIAM. 
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(y PAINT ASSEMBLY WITH A "HIGHLY VISIBLE" COLOR. 
(SAFETY YELLOW IS ACCEPTABLE) 

1/4" CHAIN ~GRADE 3, 
6" LONG 

COVER PLATE 

TOP PLATE 

<y BASE ASSEMBLY 

STEEL PIPE ~ASTM A 53, NPS 4 
(4" NOM.), SCHEDULE 40 
~ WELD TO TOP PLATE 

1/8" PLATE 

1/2" CHAMFER 
(TYP.) 
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CAP 

1/8" x 1 7/8" 
SQUARE PLATE 

ALL4 
1 - 3 3/4 SIDES 

1 1/4" x 2", FULL SURFACE, 
HEAVY DUTY, WELD-ON HINGE 

1/8" x 4 1/2" DIAM. 
STEEL PLATE 

CAP AND HINGE 

1 STEEL CAP PLATE 

1/2" REFLECTIVE TAPE (TYP.) 

STEEL PIPE ~ASTM A 53, NPS 3 
~"NOMJ,SCHEDULE80 

1/2" REFLECTIVE TAPE (TYP.) 
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NOTE 

This bollard does not have an effective breakaway 
design feature and cannot be installed within the 
Design Clear Zone. 
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